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Floodlight Summary:

Report based on lamp delivering 1000 lumens.

Maximum Intensity 5340.9 cd per klm.
(Luminaire orientation as tested.) 0.0 degrees vertical
0.0 degrees horizontal
Beam Spread At 10% of Imax 42.3V x 42.7H
At 50% of Imax 18.1v x 18.6H
At 90% of Imax 7.3V x 7.5H
Beam Flux Total 1000.8 lumens per klm.
To 10% of Imax 712.3 lumens per klm.
To 50% of Imax 309.2 lumens per klm.
To 90% of Imax 62.7 lumens per klm.
Upward LOR 2.1 %
Downward LOR 98.0 %
Luminaire Efficiency(Light Output Ratio) 100.0 %
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG
H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%
Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

Test:U:220.6V I:0.5870A P:125.4W PF:0.9683 Lamp Flux:11371.5x1 1lm

NAME: L0228-120W-48-4000K-HQ15D+5D-XPG3 TYPE : PROJECTOR WEIGHT:
SPEC. : DIM. : SERIAL No.:1
MFR.: | REXRERPREFRAA SUR. : PROTECTION ANGLE:
DATA OF LAMP Eff:73.691m/W
. B MODEL CREE XPG3 4000K | Imax(cd) 60735
NOMINAL POWER (W)| 120 AVAILABILITY (%) 70.9

RATED VOLTAGE (V)| AC 220 Avai. FLUX(1lm) 8060

NOMINAL FLUX (1m)| 11371.5| LOR(%) 100.0
LAMPS INSIDE 1 TOTAL FLUX (1m) 11371
TEST VOLTAGE (V) | AC 220 | q @50%(H,V) 19,18DEG
90 AREA FLUX DIAGRAM UNIT:1m (F t |F a
80 0.05/0.16/0.26]/0.36(0.46{0.54|0.60|0.65|0.67(0.67|0.64|0.59|0.52]|0.44(0.35|0.25|0.17|0.06|7.44(0.00
70 0.05/0.17|0.31]|0.45(0.59{0.74|0.87|0.97]|1.02(1.02|{0.95|0.84]|0.71|0.57(0.43{0.29(0.18]0.07|10.2(0.00
60 0.06{0.19|0.35|0.57(0.88|1.30(1.77|2.19|2.44(2.42|2.14|1.70|1.23|0.83(0.54|0.34|0.20/0.07]19.2(0.00
50 0.06{0.20|0.42]|0.84(1.62|2.81|4.25|5.62|6.48(6.45|5.53|4.12|2.661.50(0.77|0.40({0.22|0.07|44.0(0.00
40 0.06{0.22|0.54]1.32(2.98|5.72|9.27|12.9|15.3(15.3(12.8|9.11|5.52|2.80(1.21|{0.51|{0.24]|0.07|95.8(0.00
30 0.06/0.24|0.70|2.02(5.02|10.3|18.4|28.4|36.5(36.4(28.2|18.1|10.1|4.77(1.87|0.67|0.26/0.07] 202 (0.00
__|0.06(0.26{0.88(2.84(7.49]|17.0(36.0/69.6( 106 [ 105 168.7(35.3/16.5(7.19(2.67|0.85(0.29/0.08( 477 (7.51
8 0.06/0.28|1.04|3.58(9.96|25.3|68.2| 182 | 346 | 344 | 177 |65.5|24.6|9.65(3.43|1.01|0.31]|0.08|1262( 879
E 0.06/0.29|1.13]|4.04(11.7|32.5| 107 | 368 |1090(1072| 353 | 100 |31.611.4(3.93|1.12|0.32]|0.08|3189(2897
‘E 0.06/0.29|1.15|4.08(11.8|33.0| 110 | 391 |1193(1178| 374 | 104 |32.2]11.6(3.98|1.14|0.33|0.08|3450(3166
E 0.06/0.29|1.07|3.69(10.3|26.4|73.2]| 201 | 406 | 401 | 194 |70.2]|26.0]10.1(3.57|1.05|0.32|0.08]1429(1069
_3§0 0.06/0.27|0.93]|2.99(7.87|17.8|38.6|77.9| 121 ( 120 |75.8|37.8|17.6|7.66(2.86{0.91|0.30/0.08] 530 (41.9
-40 0.06/0.26/0.76]|2.19(5.34|10.9|19.7|31.2|40.3(40.1(30.8|19.5/10.8]|5.16(2.07|0.74|0.28]|0.08] 220 (0.00
-50 0.06/0.24]|0.61]1.46(3.22|6.12|9.95|13.9|16.5(16.5(13.9|9.88|5.99|3.08(1.38|{0.59(0.27|0.08] 104 (0.00
-60 0.06{0.23|0.50|0.95(1.77|3.05|/4.64|6.14|7.04(7.03|/6.08|4.54|2.94]|1.69(0.91{0.49|0.25/0.08/48.4(0.00
-70 0.06/0.22|0.43]|0.68(1.01|1.47|1.99|2.45]|2.71(2.69(2.40(1.92]|1.41]|0.98(0.66(0.42|0.24]|0.07|21.8(0.00
80 0.06{0.21|0.38|0.55(0.72{0.89/1.04]|1.161.22(1.21{1.14|1.02|0.87]|0.71(0.55{0.38|0.22]|0.07|12.4(0.00
-90 0.06{0.20|0.35/0.49(0.61|0.72|0.80/0.86/0.89(0.89(0.85|0.80/0.71|0.61(0.49{0.35|0.21]/0.07]|9.95(0.00
-90 -80 -70 -60 -50 -40 -30 -20 HORIZONTAL (DEG) 20 30 40 50 60 70 80 920
F t [1.09/4.21]11.8|33.1(83.2| 197 | 506 |1396|3392(3351|1348| 485|192 |80.6(31.7|11.5|4.61|1.34[1113Yf ---
0.00{0.00/0.00]/0.00({0.00{0.00|35.4]| 994 |3054(3013| 947 |18.2]|0.00/0.00(0.00{0.00{0.00|0.00| --- (8060
one-half-peak spread: U:9.7,D:8.5 , L:9.6,R:9.2 NEMA Beam Type: Type 3
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG
H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%
Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 8

ISOCANDELA DIAGRAM

Test:U:220.6V I:0.5870A P:125.4W PF:0.9683 Lamp Flux:11371.5x1 1lm

NAME: L0228-120W-48-4000K-HQ15D+5D-XPG3 TYPE : PROJECTOR WEIGHT:
SPEC. : DIM. : SERIAL No.:1
MFR.: | REXRERPREFRAA SUR. : PROTECTION ANGLE:

Coni cal surface Flux(90deg):

10612 I'm
% um = 93.2% 90 —  5%3037
% a = 93.3% 10% 6073
P 80 — 15% 9110
) 20% 12147
Coni cal surface Flux(120d&d— 250 15184
10987 I'm 30% 18220
i — e
0 = 0 (]
% anp = 96.6% 50 — 45% 27331
50% 30367
40 —  55% 33404
— 60% 36441
30 —  65% 39478
70% 42514
20 —  75% 45551
©) — 80% 48588
g 10 — 85%51625
- — 90% 54661
g © —  95% 57698
E .10
w
>
-20
-30 1. AVG=43739, M N=30233
2. AVG=40899, M N=20653
40 3. AVG=37489, M N=14522
-50
-60
-70
| max: 60735( HO. 0, V0. 0)
-80 (At: C=0. 0, Garmma=0. 0)
0 UNIT: cd
-90 -80 -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90
HORI ZONTAL ( DEG)
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG
Test Speed: HIGH
Temperature:30DEG
Operators:Matthew

Test Date:2018-08-03

V(B) Interval: O0.5DEG

Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Humidity:65.0%

Test Distance:11.510m [K=1.0000]

Remarks:
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ISOLUX DIAGRAM

Test:U:220.6V I:0.5870A P:125.4W PF:0.9683 Lamp Flux:11371.5x1 1lm

NAME: L0228-120W-48-4000K-HQ15D+5D-XPG3

TYPE : PROJECTOR

WEIGHT:

SPEC. : DIM. : SERIAL No.:1
MFR.: | REZEBHBMEEFER AT SUR. : PROTECTION ANGLE:
105. 0' 52. 5" 0.0' 52. 5" 105. 0'
131.2 40.00m ___ 30618.221x 1.693fc
5% 30. 371 x 2.821fc
105.0° 32.00m ___ 1096 60. 731 x 5. 642fc
30% 182. 21 x 16.93f ¢
8.7 24.00m ___ 5004303. 71 x 28.21fc
52. 5" 16. 00m
26. 2" 8.00m
0.0' <> 0.00m
26. 2" 8.00m
52. 5" 16. 00m
78. 7' 24. 00m
105. 0' 32. 00m
131.2' 40. 00m
32. 00m 16. 00m 0.00m 16. 00m 32. 00m
MOUNTI NG HEI GHT: 33' (10. 0m)
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG
Test Speed: HIGH
Temperature:30DEG
Operators:Matthew

Test Date:2018-08-03

V(B) Interval: O0.5DEG

Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290

Humidity:65.0%

Test Distance:11.510m [K=1.0000]

Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG

Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%

Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:
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AAT Figure

Test:U:220.6V I:0.5870A P:125.4W PF:0.9683 Lamp Flux:11371.5x1 1lm

NAME: L0228-120W-48-4000K-HQ15D+5D-XPG3 TYPE : PROJECTOR WEIGHT:
SPEC. : DIM. : SERIAL No.:1
MFR.: | REXRERPREFRAA SUR. : PROTECTION ANGLE:

Flux out:3955 1m

1.219m 27242,408591x f T 38.90cm

2m | 10124,151841x / \ 63.82cm
3m 4499,67481x M 95.72cm
4m 2531,37961M 127.63cm

5m 1620,24291/( 159.54cm

Height Eavg,Emax Angle:18.13deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG

Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%

Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:220.6V I:0.5870A P:125.4W PF:0.9683 Lamp Flux:11371.5x1 1lm

NAME: L0228-120W-48-4000K-HQ15D+5D-XPG3 TYPE : PROJECTOR WEIGHT:

SPEC. : DIM. : SERIAL No.:1

MFR.: T RERERABKFTRAA SUR. : PROTECTION ANGLE:

Table--1 UNIT: x10cd
H (DEG)

V (DEG) -90 | -85 | -80 | -75 | -70 | -65 | -60 | -55 | -50 | -45 | -40 | -35 | -30 | -25 | -20 | -15 | -10 -5 0
-180 1.86/1.47(1.08|0.85|0.80[{0.87|1.08(1.48|2.18|3.37(5.07|6.88(8.32|19.25|9.86(10.2|10.2(9.89|9.55
-170 1.8611.52(1.2011.02]0.99(1.09|1.35(1.85|2.64|3.85(5.63|7.69(9.36/10.3|10.4|10.4|10.4(10.3|10.2
-160 1.86/1.58(1.3311.20]1.19(1.29|1.55(2.04)|2.81|3.89(5.36|7.06(8.71|9.83|10.3|10.4|10.4(10.4|10.4
-150 1.86/1.65(1.4811.40|1.40(1.48|1.69(2.08|2.72|3.36(4.13|5.11(6.34|7.63|8.71|9.45|9.88(10.1/10.2
-140 1.86|1.72(1.62)1.61]|1.65(1.72|1.85(2.02|2.23|2.59(3.05|3.57(4.12|14.73|5.36|5.95|6.45(6.77|6.89
-130 1.8611.79(1.7711.82]1.91(2.01|2.04(1.97)|1.97|2.06(2.23|2.47(2.73|12.99|3.24|3.46|3.63(3.74|3.78
-120 1.86(1.85(1.90|2.01|2.17|2.34(2.26/2.15(2.05]|2.00[1.97(1.97|2.01(2.06|2.12(2.18|2.23(2.27|2.28
-110 1.8611.91(2.03]|2.17|2.37|2.52|2.48(2.42)12.36|2.30(2.23|2.18(2.13|2.09|2.06|2.05|2.04(2.03|2.03
-100 1.8611.97(2.1212.29|2.49|2.61|2.61(2.60)|2.59|2.58(2.57|2.55(2.54|2.52|2.51|2.51|2.51(2.51|2.51
-90 1.8612.04(2.2112.39|2.57|2.66|2.66(2.67)|2.67|2.67(2.67|2.67(2.67|2.67|2.67|2.68|2.68(2.68|2.68
-80 1.86|12.11(2.34|12.54|2.73|2.86/2.91(2.96/3.00|3.05(3.09|3.12(3.15|3.18|3.21|3.22|3.23(3.24|3.24
-70 1.8612.17(2.44|12.68|2.93(3.14|3.27(3.42|3.59|3.79(4.01|4.26(4.52|4.78|5.03|5.22|5.35(5.42|5.43
-60 1.86|2.22(2.5312.82|3.14(3.53|3.91(4.41)|5.10|5.95(6.99|8.16(9.42|10.7|11.8|12.9|13.6(14.1|14.2
-50 1.86|12.26(2.61|12.96|3.42|4.11|5.13(6.53|8.45|10.9(13.8|17.2(20.8|24.6|28.1|31.3|33.7(35.2|35.7
-40 1.86|2.29(2.6613.10|3.79|5.02|7.05(10.0|14.0]19.1(25.3|32.7(40.9|49.8|59.4|68.5|76.0(81.1|82.6
-30 1.86/2.31(2.71|13.24|4.25|6.18|9.43(14.3121.1|29.9(41.0|55.2(73.6]96.8| 125 | 158 | 190 | 213 | 220
-20 1.86|2.32(2.7213.35|4.69(7.32|11.8(18.5|28.2|41.3|59.5|85.5( 125 | 186 | 280 | 412 | 573 | 705 | 749
-10 1.8612.31(2.7213.41]|4.98(8.11|13.4(21.6|33.5|50.1(75.4| 116 | 188 | 322 | 572 | 964 | 1578|2462 | 2888

0 1.86/12.29(2.6813.38|5.01(8.30|13.9(22.6)35.3|53.4(81.9| 129 | 217 | 396 | 742 | 1368|2813 (5093|6073
10 1.8612.29(2.6713.33|4.87(7.94|13.2(21.2)|32.8|49.2(73.8| 113 | 180 | 302 | 529 | 886 | 1399 2039|2403
20 1.86/2.27(2.6313.20|4.48(|7.00|11.3(17.8|27.1|39.6|56.8|81.7( 118 | 174 | 256 | 369 | 498 | 611 | 659
30 1.86/2.24(2.5713.02|3.95|5.76|8.79(13.4119.8|28.3|38.9(52.4(69.5|90.7| 116 | 143 | 169 | 190 | 196
40 1.86|12.20(2.49|2.83|3.42|4.52|6.37(9.10/12.9|17.8(23.8|30.7(38.4|46.6|55.1|63.0|70.0(74.8|76.5
50 1.86|2.15(2.40|2.65]|2.99|3.56|4.47(5.83]|7.68|9.99(12.8|15.9(19.3|22.7|25.9|28.8|31.1(32.6/33.0
60 1.8612.09(2.29]12.48|2.67(2.92|3.28(3.78|14.46|5.32(6.33|7.41(8.55|9.67|10.7|11.7|12.4(12.9|13.0
70 1.8612.02(2.16|2.29|2.42|2.54|2.67(2.8112.98|3.18(3.40|3.63(3.87|4.10|4.32|4.51|4.65(4.73|4.74
80 1.8611.94(2.0212.09]|2.15(2.21|2.27(2.33|12.38|2.42|2.46|2.50(2.53|2.56|2.58|2.59|2.60(2.60|2.60
90 1.86(1.85(|1.84|1.83|1.83/1.82(1.81/1.81(1.801.80|1.79(1.79|1.79(1.79|1.79(1.78|1.78(1.78|1.77
100 1.86(1.78|1.72|1.65|1.58/1.50(1.43|1.36(1.30|1.24|1.19(1.15|1.11(1.08|1.06(1.04|1.02(1.01|1.01
110 1.8611.72(1.5901.44]1.30(1.18|1.06(0.9710.90|0.85(0.82|0.80(0.79|/0.79|0.78|0.78|0.78(0.78|0.78
120 1.86/1.67(1.4611.25]|1.08(0.94|0.85(0.80/0.79|0.79(0.82|0.85(0.90|/0.95/1.00{1.04|1.08(1.10|1.11
130 1.86/1.61(1.34|1.10|0.92|0.83|0.79(0.80|/0.86/0.94(1.07|1.22(1.40|1.60|1.81|2.00|2.15(2.25]|2.29
140 1.86/1.56(1.2410.99]|0.84|{0.80/0.82(0.9111.07|1.30(1.62|2.04(2.58|3.21|3.87|4.48|4.94(5.22|5.32
150 1.8611.52(1.1710.92]|0.80[{0.80/0.89(1.08|1.39|1.86(2.56|3.53(4.71|5.89|6.89|7.63|8.10(8.36|8.44
160 1.86/1.49(1.1210.88]|0.80[{0.83|0.98(1.27)|1.76|2.56(3.77|5.32(6.83|8.01|8.80[9.31|9.62(9.79|9.84
170 1.86/1.47(1.09|/0.85|0.80[{0.86|1.06(1.43|2.07|3.15(4.75|6.53(8.00|8.99|9.62|10.0|10.2(10.2|10.1
180 1.86/1.47(1.08|0.85|0.80[{0.87|1.08(1.48)|2.18|3.37(5.07|6.88(8.3219.25|9.86[10.2|10.2(9.89|9.56
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG

Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%

Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:220.6V I:0.5870A P:125.4W PF:0.9683 Lamp Flux:11371.5x1 1lm

NAME: L0228-120W-48-4000K-HQ15D+5D-XPG3

TYPE : PROJECTOR

WEIGHT:

SPEC. : DIM. : SERIAL No. :1

MFR.: T RERERABKFTRAA SUR. : PROTECTION ANGLE:

Table--2 UNIT: x10cd
H (DEG)

V (DEG) 5 [ 10 | 15 [ 20 | 25 | 30 | 35 | 40 | 45 [ 50 | 55 | 60 | 65 | 70 | 75 | 80 | 85 | 90

-180 |9.82(10.3|10.5(10.6[10.610.4]9.33(7.36|5.40|4.02(3.09|2.41(2.05|2.04|2.25(2.50]|2.65]2.69
-170 [10.3[10.5/10.5|10.6[10.6|10.2(8.82|6.84|5.06(3.84(2.97|2.35(2.04]|2.05]|2.26(2.50]|2.65]2.69
-160 |10.5[10.5|10.6|10.5[10.1|8.98|7.32|5.61]|4.33(3.40(2.69|2.21(2.02|2.08|2.30(2.52|2.65|2.69
-150 [10.1(9.96(9.57|8.86[7.79|6.50|5.26(4.27]|3.48|2.84(2.35(|2.07[2.01|2.14]|2.36(2.55|2.66]2.69
-140 |6.79(6.48|6.00|5.43[4.81|4.21|3.65(3.14]|2.68(2.31(2.08]2.01(2.07|2.24|2.43[2.58]|2.67|2.69
-130 [3.75[3.65(3.49(3.27[3.04|2.78]2.52(2.29]|2.11{2.02|2.01|2.08[2.21]|2.37]|2.51(2.62]|2.67|2.69
-120 [2.27[2.24(2.19|2.14[2.08]|2.03]|2.00(2.00]|2.03|2.08[2.17|2.28(2.40]|2.50]|2.59(2.65]|2.68]2.69
-110 |2.03|2.04|2.06|2.08[2.11|2.15]|2.20(2.26|2.32|2.38|2.45|2.51(2.56|2.60|2.64(2.67|2.68]2.69
-100 [2.51(2.51|2.52|2.53[2.54|2.55]|2.57|2.50]|2.61|2.62(2.63]|2.64(2.65|2.66]|2.67(2.68]|2.69]2.69
-90 2.68|2.68(2.68|2.68|2.67(2.68|2.68|2.68|2.68|2.68|2.68|2.68]|2.68(2.68(2.68]|2.68(2.69]2.69
-80 3.23(3.21(3.19(3.17(3.14(3.123.09(3.05[3.02|2.98|2.94|2.90]|2.85(2.81|2.78]2.74|2.70]2.69
-70 5.385.27(5.10(|4.87|4.62(4.37|4.13(3.90(3.68|3.51(3.36(3.23|3.12(3.01|2.90(|2.81|2.74]2.69
-60 14.0(13.5(12.6|11.6]10.4(9.10(7.84|6.70|5.69|4.89|4.25|3.80]3.48(3.24(3.06(|2.90(2.78]2.69
-50 35.2(33.6(31.2(27.9|24.2(20.4|16.6(13.3[10.3]|7.99|6.18|4.90]|4.06[3.55[3.23|2.99(2.81]2.69
-40 80.9|75.7|68.1|59.0|49.4[40.5(32.2|24.6|18.3|13.2|9.38|6.68]|4.95[3.95(3.41|3.08(2.84|2.69
-30 211 | 187 | 156 | 124 |95.6(72.6|54.4|40.3[29.0]|20.1(13.5|8.97|6.07[4.43[3.60(3.16|2.86(2.69
-20 698 | 560 | 397 | 269 | 181 | 123 |84.3|58.5|40.3(27.3|17.8|11.3[7.20|4.90|3.76[3.22]|2.89]2.69
-10 2423|1529 929 | 541 | 306 | 182 | 114 [74.1[49.3(32.7|21.0]13.0]8.03[5.25(3.89(3.26|2.90(2.69
0 4929|2683 [1303| 695 | 369 | 209 | 127 |80.3|52.6(|34.6[22.1|13.6|8.31[5.37(3.94(3.28(2.90(2.69
10 2034|1376 856 | 500 | 288 | 174 | 110 [71.7|48.0(31.9|20.4]|12.7]7.83[5.12(3.80(3.21|2.87]2.69
20 608 | 492 | 361 | 249 [ 169 | 115 |79.1|54.8|38.2(25.9(16.9]10.7|6.82|4.65]|3.59[3.12]|2.83]2.69
30 189 | 168 | 142 | 114 |89.2|68.0(50.9(37.6(26.9|18.5(12.4|8.22|5.57[4.08(3.35(3.01|2.78]2.69
40 74.7|69.8(62.7|54.5|45.9(37.6|29.8(22.8|16.8|12.0(8.31|5.87]|4.35[3.53(3.11(|2.88(2.73]|2.69
50 32.5(30.9(28.5|25.5|22.1[18.6[15.2{12.0(9.30|7.06|5.34|4.11|3.42(3.06(2.87|2.75|2.68(2.69
60 12.8(12.2(11.4]10.4]|9.31(8.15(6.99(5.91|4.95|4.15(3.543.09]|2.79(2.71|2.66]2.62|2.62]2.69
70 4.70|4.59(4.42|4.21|3.96(3.723.47(3.25(3.03|2.85(2.69|2.55|2.43(2.42|2.45|2.50|2.56(2.69
80 2.59|2.58(2.56|2.54|2.51(2.47|2.43(2.39(2.34]|2.29|2.23|2.17]|2.11[2.14|2.25]|2.37|2.51]2.69
90 1.77|1.77|1.77|1.77|1.77|1.77|1.77|1.77|1.76|1.76|1.77| 1.77|1.77|1.87|2.08|2.28 | 2.48] 2.69
100 1.01|1.02(1.04|1.05|1.08[1.10[1.14]1.217|1.22|1.27|1.33|1.39]|1.46[1.66[1.96(2.23|2.48]2.69
110 0.780.78(0.78|0.78]|0.78(0.79[0.79]0.81|0.84]|0.89|0.95|1.03]|1.14[1.47|1.85]|2.19|2.47]2.69
120 1.10|1.08[1.05/1.00]/0.95[0.90|0.85]|0.82(0.79]|0.78|0.79|0.84]|0.95[1.36|1.78]2.16|2.47|2.69
130 2.26(2.16(2.01|1.82|1.62[1.42|1.24]1.08(0.95|0.86|0.80|0.79]|0.99[1.35(1.76(2.16|2.48]2.69
140 5.22|4.94(4.49|3.88|3.24(2.62|2.08|1.65[1.32|1.08[0.91|0.93]|1.12(1.41|1.79]2.18|2.50(2.69
150 8.35(8.08(7.61|6.89]|5.90(4.75(3.59({2.61|1.90|1.42|1.28|1.24]|1.31[1.52|1.86(2.23|2.52]2.69
160 9.77|9.59(9.27|8.76(8.00|6.85|5.38[3.88|2.92(|2.29|1.88]|1.62|1.54|1.67|1.96[2.30]|2.56]2.69
170 10.110.1(9.92|9.55|9.11(8.58|7.49(5.86|4.31|3.24|2.53|2.03]|1.80[1.85[2.09]2.39|2.60]2.69
180 9.82(10.3[10.5(/10.6(10.6/10.4]|9.33[7.36|5.40(4.02(3.09]|2.41|2.05|2.04]|2.25(2.50]|2.65]2.69
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG
Test Speed: HIGH
Temperature:30DEG
Operators:Matthew

Test Date:2018-08-03

V(B) Interval: O0.5DEG

Test System:EVERFINE GO-2000H_V1

Humidity:65.0%

Test Distance:11.510m [K=1.0000]

Remarks:

SYSTEM

Vv2.0.290




