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Floodlight Summary:

Report based on lamp delivering 1000 lumens.

Maximum Intensity 3410.6 cd per klm.
(Luminaire orientation as tested.) 0.0 degrees vertical
0.0 degrees horizontal
Beam Spread At 10% of Imax 51.8v x 51.7H
At 50% of Imax 27.5V x 27.6H
At 90% of Imax 9.8V x 10.3H
Beam Flux Total 1000.5 lumens per klm.
To 10% of Imax 819.6 lumens per klm.
To 50% of Imax 441.6 lumens per klm.
To 90% of Imax 75.4 lumens per klm.
Upward LOR 2.1 %
Downward LOR 97.9 %
Luminaire Efficiency(Light Output Ratio) 100.0 %
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG
H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%
Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

Test:U:220.6V I:0.8064A P:174.8W PF:0.9827 Lamp Flux:16900.2x1 1m
NAME: L0228-180W-60-4000K-HQ40D+5D-XPG3 TYPE : PROJECTOR WEIGHT:
SPEC. : DIM. : SERIAL No.:1
MFR.: | REZEBHBMEEFER AT SUR. : PROTECTION ANGLE:
T DATA OF LAMP Eff:79.561m/W
MODEL OREE XPG3 4000K | Imax (cd) 57641
NOMINAL POWER (W)| 180 AVAILABILITY (%) 81.9
RATED VOLTAGE (V)| AC 220 Avai. FLUX (1m) 13835
NOMINAL FLUX(1m)| 16900.2 | LOR(%) 100.0
LAMPS INSIDE 1 TOTAL FLUX (1lm) 16900
TEST VOLTAGE (V) | AC 220 | q @50%(H,V) 28,27DEG
% AREA FLUX DIAGRAM UNIT:1m |F t |F a
80 0.07|0.22|0.36/0.51(0.64|0.75/0.84|{0.91|0.94(0.93|0.90|0.83{0.74|0.63(0.50/0.36/0.24(0.09|10.5(0.00
70 0.07|0.24|0.41|0.60(0.79|/0.97|1.14|1.26|1.33(1.32|1.24]1.11{0.94|0.77(0.58|0.41|0.26(0.10(13.6(0.00
60 0.08|0.25/0.47|0.73(1.06]/1.49]|1.98|2.41|2.66(2.63|2.33|1.88(1.41|1.00(0.69|0.46|0.28({0.10(21.9(0.00
50 0.08|0.27|0.53|0.96(1.71|2.91|4.44|5.94|6.87(6.80|5.75|4.21(2.71|1.58(0.89|0.52|0.30(0.10(46.6(0.00
40 0.08|0.29/0.63|1.38(3.01|5.98|10.1|{14.5|17.5(17.2|14.0]|9.61|5.58|2.78(1.27|0.62|0.32({0.10| 105 (0.00
30 0.08|0.31(0.76|2.01(5.12|11.4|21.6(35.7|48.7(47.8|34.0|20.2|10.6|4.73(1.86/0.77]|0.35(0.11| 246 (0.00
0.08|0.32|0.91|2.78(7.87|19.4|47.8| 119 | 209 | 205 | 113 |44.4(17.9|7.27(2.66/0.94]|0.37(0.11| 799 | 370
% 0.09|0.34|1.04|3.51(10.6|30.0| 110 | 381 | 725 | 713 | 362 | 102 |[27.8|10.1(3.46/1.11|0.40(0.11|2482(2226
E 0.09|0.35(1.12|3.96(12.4|39.7| 188 | 699 |1378(1353| 671 | 178 {38.0|12.1(4.02|1.24]|0.42|0.11|4580(4364
=
g 0.09|0.35(1.13|3.98(12.5|39.5| 188 | 698 |1356(1352| 687 | 183 |{38.8|12.3(4.09|1.26|0.42|0.11|4578(4362
E 0.09|0.35(1.09|3.60(10.7|29.8| 108 | 367 | 699 | 698 | 364 | 107 |[29.4|10.6(3.65/1.18]|0.41(0.11|2432(2170
;i 0.09|0.35/0.98|2.93(7.97|19.0|45.1| 112 | 197 | 198 | 113 |45.5(18.9|7.87(2.94|1.04]|0.40(0.11| 773 | 343
40 0.09|0.34|0.85|2.20(5.26/11.1|20.6|34.1|46.6(46.8|34.5|20.8(11.1|5.21(2.18|0.89|0.38({0.11| 243 (0.00
50 0.09|0.33/0.73|1.56(3.18|5.98|9.90(14.1|17.0(17.1|14.3]|9.98|5.98|3.16(1.55/0.76|0.36(0.11| 106 (0.00
-60 0.09|0.31/0.64|1.12(1.90|3.07|4.55|/6.00/6.91(6.93|/6.04|4.57(3.07|1.89(1.12|0.66|0.35(0.11(49.3(0.00
-70 0.08|0.30({0.58|0.88(1.25|1.70|2.20(2.64|2.90(2.90|2.65|2.21(1.71|1.26(0.89|0.59|0.33(0.11|25.2(0.00
80 0.08|0.29/0.54|0.76(0.98|1.20|1.39(1.53|1.61(1.62|1.54]1.40(1.21|0.99(0.77|0.54]|0.32|0.11|16.9(0.00
90 0.08|0.28{0.51|0.70(0.87|1.01]1.13|1.21|1.26(1.26/1.22]1.14(1.02|0.88(0.70/0.51|0.31(0.10(14.2(0.00
-90 -80 -70 -60 -50 -40 -30 -20 HORIZONTAL (DEG) 20 30 40 50 60 70 80 90
F 1.49|5.48|13.3|34.1(87.8| 225 | 767 |2496|4717(4673|2428| 738 | 217 |85.0(33.8|13.8|6.24(1.91[16544 ---
0.00|0.00{0.00/0.00({0.00/0.00| 340 [2201|4448|4406|2128| 312 |0.00/0.00(0.00|0.00|0.00|/0.00| -——- pL 38394

one-half-peak spread: U:13.6,D:14.1 , L:14.0,R:13.8

NEMA Beam Type: Type 4

H(p) Range:-90 -
H({pp) Interval:

Test Speed: HIGH
Temperature:30DEG
Operators:Matthew

Test Date:2018-08-

90DEG

03

0.5DEG

V(B) Range:-180 - 180DEG

V(B) Interval:

0.

5DEG

Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290

Humidity:65.0%

Test Distance:11.510m [K=1.0000]

Remarks:
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ISOCANDELA DIAGRAM

Test:U:220.6V I:0.8064A P:174.8W PF:0.9827

Lamp Flux:16900.2x1 1m

NAME: L0228-180W-60-4000K-HQ40D+5D-XPG3

TYPE : PROJECTOR

WEIGHT:

SPEC. :

DIM.:

SERIAL No.:1

MFR.: T RERXERAMKFIRAF

SUR. :

PROTECTION ANGLE:

Coni cal surface Flux(90deg):

15986 | m
% um = 94.5% 90 —  5%2882
% anp = 94.6% 10% 5764
P 80 — 15% 8646
) 20% 11528
Coni cal surface Flux(120d&d— 250 14410
16372 I'm 30% 17292
i e
0 = 0 (]
% anp = 96.9% 50 — 45% 25939
50% 28821
40 —  55%31703
— 60% 34585
30 —  65% 37467
70% 40349
20 —  75%43231
oy — 80% 46113
Q10 — 85% 48995
- — 90% 51877
g © —  95% 54759
E .10
w
>
-20
-30 1. AVG=50394, M N=43772
2. AVG=48415, M N=37085
40 3. AVG=45967, M N=30174
-50
-60
-70
| max: 57641( HO. 0, VO. 0)
-80 (At: C=0. 0, Garmma=0. 0)
0 UNIT: cd
-90 -80 -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90
HORI ZONTAL ( DEG)
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG
Test Speed: HIGH
Temperature:30DEG
Operators:Matthew

Test Date:2018-08-03

V(B) Interval: O0.5DEG

Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290

Humidity:65.0%

Test Distance:11.510m [K=1.0000]

Remarks:
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ISOLUX DIAGRAM

Test:U:220.6V I:0.8064A P:174.8W PF:0.9827

Lamp Flux:16900.2x1 1m

NAME: L0228-180W-60-4000K-HQ40D+5D-XPG3

TYPE : PROJECTOR

WEIGHT:

SPEC. : DIM. : SERIAL No.:1
MFR.: | REZEBHBMEEFER AT SUR. : PROTECTION ANGLE:
105. 0' 52. 5" 0.0' 52. 5" 105. 0'
131.2 40.00m ____ 30617.201x 1.607fc
5% 28. 821 x 2. 678fc
105.0° 32.00m ___ 1096 57. 641 x 5.355fc
30% 172. 91 x 16.07f¢
8.7 24.00m ___ 5004 288. 21 x 26. 78f ¢
52. 5" 16. 00m
26. 2" 8.00m
0.0' <> 0.00m
26. 2" 8.00m
52. 5" 16. 00m
78. 7' 24. 00m
105. 0' 32. 00m
131.2' 40. 00m
32. 00m 16. 00m 0.00m 16. 00m 32. 00m
MOUNTI NG HEI GHT: 33' (10. 0m)
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG
Test Speed: HIGH
Temperature:30DEG
Operators:Matthew

Test Date:2018-08-03

V(B) Interval:

Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290

Humidity:65.0%

0.5DEG

Test Distance:11.510m [K=1.0000]

Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
E (1x) MH = 10 m
600

coy180
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Distance (m)

H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG

Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%

Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:
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AAT Figure
Test:U:220.6V I:0.8064A P:174.8W PF:0.9827 Lamp Flux:16900.2x1 1m
NAME: L0228-180W-60-4000K-HQ40D+5D-XPG3 TYPE : PROJECTOR WEIGHT:
SPEC. : DIM. : SERIAL No.:1
MFR.: | REXRERPREFRAA SUR. : PROTECTION ANGLE:

Flux out:7555 1m

1.219m 26024,387781x f T 59.65cm

2m 9671,144101x / \ 97.86cm
3m 4298,64051x M 146.79cm
4m 2418,36031M 195.72cm

5m 1547,23061/( 244.64cm

Height Eavg,Emax Angle:27.49deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG

Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290
Temperature:30DEG Humidity:65.0%

Operators:Matthew Test Distance:11.510m [K=1.0000]

Test Date:2018-08-03 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:220.6V I:0.8064A P:174.8W PF:0.9827 Lamp Flux:16900.2x1 1m

NAME: L0228-180W-60-4000K-HQ40D+5D-XPG3 TYPE : PROJECTOR WEIGHT:

SPEC. : DIM.: SERIAL No.:1

MFR.: T RERERABKFTRAA SUR. : PROTECTION ANGLE:

Table--1 UNIT: x10cd
H (DEG)

V (DEG) -90 | -85 | -80 | -75 | -70 | -65 | -60 | -55 | -50 | -45 | -40 | -35 [ -30 | -25 | -20 | -15 | -10 -5 0
-180 2.63(2.28|1.82|1.40(1.15|1.18(1.52|2.31|3.63|5.52|7.81(10.2|12.3|13.9(14.9|15.4(15.4|15.3|15.1
-170 2.63(2.35|1.97|1.64|1.47|1.57(1.98|2.84|4.23|6.14|8.43(10.8]/12.9|14.4|15.2|15.5/15.5]/15.4|15.3
-160 2.63(2.42|2.14|1.91|1.81|1.92(2.31|3.10|4.37|6.08|8.15(10.1|11.9|13.3|14.3|15.0(15.3|15.4|15.5
-150 2.63(2.50|2.33(2.19(2.15|2.26|2.60(3.21|4.17|5.18|6.46|7.90|9.40(10.8|12.0|12.9|13.5|13.8|14.0
-140 2.63(2.59|2.52(2.48(2.51|2.63|2.89(3.17|3.47|4.00(4.72|5.60|6.55(7.49(8.37|9.12(9.70(10.1|10.2
-130 2.63(2.67|2.70(2.77|2.87|3.03|3.14(3.08]3.11|3.25|3.51|3.85|4.26(4.70|5.13|5.52|5.83|6.03|6.12
-120 2.63(2.74|2.87(3.02|3.21|3.44|3.35(3.23|3.14|3.10(3.09|3.12|3.19(3.27|3.37|3.47|3.55|3.61|3.64
-110 2.63(2.81|3.01(3.23|3.49|3.68|3.61(3.53|3.45|3.38(3.31|3.25|3.21(3.17|3.15|3.14|3.13|3.13|3.13
-100 2.63(2.86|3.11(3.37|3.65|3.82|3.80(3.79|3.76|3.74|3.72|3.69|3.67|3.65|3.63|3.62|3.61|3.61|3.61
-90 2.63(2.903.17(3.44(3.71|3.85|3.85(3.85|3.85|3.85(3.85/3.85|3.85(3.85|3.85|3.86(3.86(3.87|3.87
-80 2.63(2.98|3.30(3.60(3.88|4.05|4.10(4.15]|4.19|4.24|4.29|4.33|4.38|4.42|4.46|4.49|4.52|4.53|4.54
=70 2.63(3.04]3.40(3.73|4.06|4.34|4.47|4.62|4.80|4.98|5.21|5.45|5.69(5.93|6.16|6.34|6.48|6.57|6.60
-60 2.63(3.09|3.48(3.87|4.26|4.71|5.08|5.54|6.13|6.87|7.74|8.74|9.83(10.9|12.0|12.9|13.6|14.0|14.2
-50 2.63(3.12|3.55(3.99|4.51|5.21|6.16(7.34|8.97|11.1|13.7|16.8|20.2(23.9|27.4|30.7|33.2|34.9|35.5
-40 2.63(3.14|3.60(4.11|4.81|5.92|7.72(10.3|13.8|18.6(24.7|32.2|40.9|50.7|61.2|71.3|79.8|85.8|87.9
-30 2.63|3.15|3.63(4.20|5.13|6.79(9.62|14.1|20.6(29.6|41.6|57.4(77.3| 103 | 139 | 185 | 236 | 277 | 291
-20 2.63(3.15|3.63(4.27|5.42|7.62|11.5(18.0|27.8|42.1|63.0|92.5| 141 | 233 | 399 | 676 | 1010 1287|1385
-10 2.63(3.13|3.61(4.27|5.56|8.15|12.9(20.9|33.5|52.6|81.7| 132 | 241 | 504 | 1042|1859 2766 | 3547 | 3816

0 2.63(3.10/3.55(4.19(5.508.17|13.2|21.8|35.5|56.9(89.5]| 151 | 300 | 682 | 1447|2597 3960 | 5252 | 5764
10 2.63(3.09|3.54(4.16|5.40|7.92|12.6(20.6|33.2|52.5|81.7| 132 | 244 | 505 | 1047|1892 | 2864 | 3638 | 3987
20 2.63(3.07|3.49/4.05|5.11|7.18(10.9|17.3|27.2|41.8|62.8(93.6| 145 | 244 | 428 | 716 | 1060|1352 1466
30 2.63(3.04|3.42(3.90|4.69|6.18(8.80[13.1|19.6(29.1|41.8|58.8(80.5| 109 | 147 | 196 | 251 | 293 | 309
40 2.63(2.99|3.33(3.71|4.27|5.19|6.75(9.18|12.8|17.9|24.5|32.7|42.2|52.6|63.5|73.7|82.5|88.4|90.2
50 2.63(2.94|3.22(3.52|3.88]4.40|5.18(6.35|8.00|10.2(13.0|16.4|20.0(23.9(27.7|31.1|33.7|35.4|35.9
60 2.63(2.88|3.10(3.32|3.55|3.83|4.18(4.64|5.24|6.00(6.92|7.95|9.07|10.2|11.3|12.3|13.0(|13.4|13.6
70 2.63(2.81/2.96(3.10(3.25|3.41|3.56(3.73|3.92|4.13|4.35/4.58|4.82|5.06|5.27|5.45|5.58|5.65|5.67
80 2.63(2.73|2.81(2.88|2.95|3.02|3.10(3.16|3.23|3.29|3.35|3.40|3.45|3.49|3.53|3.55|3.57|3.58]|3.57
90 2.63(2.63|2.63(2.63(2.63|2.63|2.63(2.63|2.63|2.62(2.62]|2.62|2.62(2.62|2.62|2.62(2.61|2.61|2.61
100 2.63|2.58|2.53(2.48(2.41|2.35|2.29(2.22|2.16|2.10(2.04]1.99]1.95(1.91|1.88|1.85|1.83|1.82|1.82
110 2.63|2.53|2.42(2.28(2.13|1.98|1.83|1.70(1.58(1.48|1.39{1.32|1.27(1.23(1.21|1.19{1.17|1.16([1.15
120 2.63(2.48|2.29(2.06(1.83|1.62|1.44(1.30|1.20|1.15{1.14|1.15|1.20(1.26|1.33|1.40|1.46|1.49|1.50
130 2.63(2.43]|2.16(1.86(1.58|1.35|1.21(1.14|1.16|1.27|1.46|1.73|2.06|2.42|2.78|3.10|3.35|3.51|3.56
140 2.63(2.38/2.04(1.69(1.39|1.20|1.14(1.22|1.47|1.89(2.49|3.24|4.11|5.01|5.86|6.61|7.18|7.53|7.64
150 2.63(2.34|1.94|1.55(1.27|1.14(1.20|1.50|2.08|2.96|4.14(5.54|7.05|8.51|9.80|10.8|11.5]|12.0|12.1
160 2.63|2.31(1.87(1.47(1.20|1.14|1.34|1.87(2.81(4.19|5.93(7.92|9.86(11.6(12.9|13.8|14.4|14.6(14.7
170 2.63|2.29(1.83(1.41(1.17|1.17|1.47|2.19(3.41(5.15|7.29{9.59|11.7(13.3(14.5|15.1|15.3|15.2(15.2
180 2.63(2.28]|1.82|1.40(1.15|1.18(1.52|2.31|3.63|5.52|7.81(10.2|12.3|13.9(14.9|15.4(15.4]15.3|15.2
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG V(B) Interval: O0.5DEG

Test Speed: HIGH Test System:EVERFINE GO-2000H_V1 SYSTEM V2.0.290

Temperature:30DEG
Operators:Matthew
Test Date:2018-08-03

Humidity:65.0%

Test Distance:11.510m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:220.6V I:0.8064A P:174.8W PF:0.9827

Lamp Flux:16900.2x1 1m

NAME: L0228-180W-60-4000K-HQ40D+5D-XPG3 TYPE : PROJECTOR WEIGHT:

SPEC. : DIM. : SERIAL No. :1

MFR.: T RERERABKFTRAA SUR. : PROTECTION ANGLE:

Table--2 UNIT: x10cd
H (DEG)

V (DEG) 5 [ 10 | 15 [ 20 | 25 | 30 | 35 | 40 | 45 [ 50 | 55 | 60 | 65 | 70 | 75 | 80 | 85 | 90

-180 |15.3[15.5|15.7|15.7[15.1|14.0(12.3|10.2|7.99|6.07|4.57|3.61[3.17|3.14|3.35(3.65|3.86(3.90
-170 |15.4(15.6|15.6|15.4[14.8|13.6]11.8(9.73]|7.64|5.83|4.43|3.55[3.16(3.15(/3.37(3.65]3.86(3.90
-160 |15.5(15.4|15.1|14.5[13.5|12.1(10.3(8.44|6.67|5.17|4.05|3.38[3.13|3.18(3.40(3.68|3.87(3.90
-150 [13.9(13.5|13.0{12.1[11.0]|9.59(8.10(6.66]5.35|4.31|3.59(3.21[3.12|3.24]3.47(3.71]3.87(3.90
-140 |10.1(9.75|9.20(8.47[7.61|6.68|5.73|4.84]|4.10|3.56(3.23|3.12(3.17(|3.34|3.56(3.76|3.88(3.90
-130 |6.05(5.86(5.56|5.19[4.77|4.33(3.92(3.57(|3.31(3.16(3.12(3.17[3.30(|3.48]3.66(3.81]3.89(3.90
-120 [3.62(3.57(3.49(3.39[3.30(3.21(3.15[3.12(3.13(3.17(3.25(3.37[3.51|3.64]3.76(3.85/3.90{3.90
-110 |3.13(3.14|3.14|3.16[3.18|3.22|3.27(3.33|3.39|3.47(|3.55(3.64[3.71|3.79|3.84(3.88|3.90{3.90
-100 [3.61(3.62(3.63|3.64[3.66|3.68(3.71(3.74]|3.77(3.793.82(3.84[3.86|3.87]3.89(3.89]3.90{3.90
-90 3.87(3.87[3.87(3.87|3.87|3.88(3.88|3.88|3.89(3.89(3.88(3.88(3.88(3.89]3.89]3.89]3.90(3.90
-80 4.54|4.53(4.52|4.49|4.46(4.42|4.38(4.33(4.28|4.23[4.18|4.13|4.09[4.05[4.01(3.98[3.94]3.90
-70 6.58|6.50|6.37|6.19(5.97|5.74|5.50(5.27|5.04|4.85[4.67|4.51|4.37|4.24|4.14|4.05(3.98(3.90
-60 14.1|13.6(12.9|12.0]|10.9(9.848.76(7.77|6.89|6.16(5.57|5.12|4.76[4.50|4.30(4.144.02]3.90
-50 35.0(33.4(30.9(27.7|24.0[20.3|16.8|13.6[11.0(8.92(7.32]|6.16|5.35(4.82|4.47|4.23|4.05]|3.90
-40 86.280.6(72.3|61.9|51.2[41.232.2|24.6|18.5|13.7[10.2|7.78|6.19(5.23|4.66|4.31|4.08|3.90
-30 279 | 239 [ 187 | 140 | 104 [77.6|57.2|41.3|29.3]|20.3[14.1]|9.86]7.22|5.68|4.84|4.39[4.11]3.90
-20 1288|1012 677 | 402 | 234 | 140 [91.3|61.8|41.6(|27.7|18.2|12.0|8.25(6.12|5.01|4.45|4.13]3.90
-10 3542 | 2785|1829 1017 495 | 239 | 129 [80.2|51.9(33.6[21.4]|13.7]|9.02(6.44|5.13]|4.49|4.14]3.90
0 5189 | 3893|2554 | 1406 | 655 | 291 | 148 |87.7|56.0|35.8(22.6|14.3|9.29(6.54|5.17|4.50|4.14]3.90
10 3583|2759 (1786 | 968 | 464 | 227 | 124 |77.5[50.3(|32.5(20.7|13.2|8.68(6.21|4.99]4.41|4.09]3.90
20 13281023 685 | 400 | 225 | 134 [86.1|57.8(38.9|25.8(16.8|11.0|7.60(5.70|4.74|4.29|4.04]3.90
30 288 | 242 | 186 | 138 | 102 (74.9|54.6(38.6|26.7|18.0(12.3]|8.59]|6.35[5.11|4.47|4.15(3.98]3.90
40 87.180.0(70.6|60.4]|49.7(39.5[30.5({22.7|16.5|11.8(8.43]|6.36|5.19(4.54|4.19]4.013.92]3.90
50 35.0(33.0(30.1|26.5|22.7|18.8|15.2({12.1|9.42|7.38(5.87|4.83|4.31(4.06(3.93(3.86|3.85|3.90
60 13.3|12.7|11.8(|10.8]|9.67(8.53|7.43|6.44|5.59|4.90(4.37|3.97|3.70(3.683.68(3.71[3.79]3.90
70 5.60|5.48(5.30|5.09|4.86[4.62|4.38(4.16(3.95|3.77(3.60(3.45|3.31(3.35(3.45(3.57(3.73(|3.90
80 3.563.54(3.51(3.48(3.44(3.39(3.34(3.28(3.22|3.16(3.10(3.03]|2.96(3.03[3.23(3.44(3.66(3.90
20 2.60|2.60(2.60|2.59|2.59[2.50|2.58|2.58|2.58|2.58(2.58]|2.57|2.57[2.723.02(3.31|3.61]3.90
100 1.82|1.82(1.84|1.86]|1.88[1.92|1.96(2.00[2.05|2.11[2.16]2.23]|2.29(2.54|2.92(3.28(3.60(3.90
110 1.16(1.16(1.17|1.19|1.21|1.25[1.29(1.36[1.43|1.53[1.64|1.77]|1.91(2.34|2.82(3.25(3.60(3.90
120 1.49|1.45(1.40|1.32|1.25[1.18|1.13|1.11|1.12|1.17|1.26|1.39]|1.60(2.19|2.74|3.23|3.61|3.90
130 3.513.35(3.10(2.78]|2.42(2.06[1.72|1.45[1.26|1.14|1.11|1.17]|1.56(2.12|2.70|3.22(3.63]3.90
140 7.53|7.18(6.62|5.87|5.02[4.12|3.26(2.51|1.90|1.47|1.21|1.30|1.68[2.17|2.72|3.25|3.66(3.90
150 12.0|11.5(10.8(|9.80(8.51(7.06|5.57|4.17|2.99|2.10(1.80]|1.76]|1.95[2.32|2.80{3.30(3.70]3.90
160 14.6|14.3(13.7|12.8|11.5[9.877.95|6.02|4.63|3.51(2.76|2.37|2.32(2.54|2.94|3.39|3.74(3.90
170 15.1(15.1(14.9(|14.3]|13.4[12.1|10.4|8.48|6.56|4.95[3.75|3.02]|2.74(2.83|3.13|3.513.80(3.90
180 15.3|15.5(15.7|15.7|15.1[14.0[12.3(10.2(7.99]|6.07[4.57|3.61|3.17(3.143.35(3.653.86(3.90
H(p) Range:-90 - 90DEG V(B) Range:-180 - 180DEG

H(p) Interval: O0.5DEG
Test Speed: HIGH
Temperature:30DEG
Operators:Matthew

Test Date:2018-08-03

V(B) Interval:

Test System:EVERFINE GO-2000H_V1

Humidity:65.0%
Test Distance:11.510m [K=1.0000]
Remarks:

0.5DEG

SYSTEM

Vv2.0.290




